
V Introducing the world’s most  
efficient commercial air cleaner for 
small recirculating terminal devices 
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HIGH-ENERGY GRID

SUPER V-BANK FILTER

Healthy work places start here.
In a 2019 workplace wellness survey, 58% of employees said air 
quality matters the most to them. Poor IAQ can be costly to a 
business. Health problems like respiratory issues, headaches and 
sinus infections can lead to higher levels of absenteeism. That’s why 
we developed our Super V commercial air cleaner, for small 
recirculating terminal devices. This revolutionary machine uses 
patented DFS filtration technology to provide contaminate-free air 
to protect your workplace. 

HIGH-ENERGY GRID

FEATURES 
• Filtration unit CFM capacity - 1,000, 2,000, 3,000 

• Point of entry medical grade air cleaning 

• Greater than Merv 16 efficiency with half the pressure drop

• Microbial inhibition property through microbiostasis

• Lock tight filtration seal - all air must pass through DFS filter

• Award winning patented DFS technology

• Deactivates mold, viruses, fungi and bacteria inside the filter 

• Most energy-efficient commercial terminal devices air 
cleaner up to 3 years of filter life (50% cycle duty)

• DFS status light 

• Power consumption - 17 watts

• Dimensions  - 

15”x 24”x 14” - 44 Ibs - 1,000 CFM 
28”x 24”x 14” - 58 Ibs - 2,000 CFM 
40”x 24”x 14” - 75 Ibs - 3,000 CFM

AIR FLOW RATE

Model 5100 Model 3400 Model 1700
3000 0.23 Not applicable Not applicable

2800 0.22 Not applicable Not applicable

2600 0.20 Not applicable Not applicable

2400 0.19 Not applicable Not applicable

2200 0.18 Not applicable Not applicable

2000 0.17 0.27 Not applicable

1700 0.15 0.2 Not applicable

1600 0.12 0.19 Not applicable

1400 0.11 0.16 Not applicable

1200 0.09 0.13 Not applicable

1000 0.07 0.11 0.27

800 0.05 0.09 0.19

600 0.03 0.07 0.13

400 0.02 0.04 0.09

DIFFERENTIAL PRESSURE

   Removing PM 5.0                up to 100%

   Removing PM 2.5                up to 99.99%

   Removing PM 0.5                up to 99.87%

   Removing PM 0.3                up to 99.61%

  Removing PM 0.007   up to 99%

CFM
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